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A RESOURCEFUL &  

RECYCLED PRODUCT: 

Pozzo Stone is a cementitious 
base material that hardens in 
the presence of water.  The re-
claimed, hydrated ash has an 
abundance of un-reacted        
pozzolanic properties.  When 
applied as a gravel base com-
pacted material, Pozzo Stone 
improves the integrity of the 
surface.   

The cementitious nature of Poz-
zo Stone will continue to         
develop additional strength 
over time.  The high calcium con-
tent activates the cementitious 
reaction which results in dra-
matic increases in strength and 
hardness. 

DURABILITY:   

With properties similar to ce-

ment, Pozzo Stone and Fly 

Ash continue to harden and gain 
strength over time.  When water 
is added to a base course of 

Pozzo Stone, a chemical reac-

tion occurs and the surface 
hardens to an impressive 
strength.  It’s freeze-thaw dura-

ble and non-erosive. 

What is 

Pozzo-Stone? 

 

Pozzo-Stone is a hard, 
crushed aggregate material 
created by re-claimed, par-
tially hydrated Class C fly 
ash.  The cementitious chem-
istry of the pozzo-stone hard-
ens and gains strength in the 
presence of water.             

Pozzo Stone resembles 
crushed limestone, ranging in 
size from fine particles to 2”  
and is primarily used as a 
stabilized gravel base mate-
rial.                      

Applications:                       

Pozzo Stone is used as a 
base material in various pav-
ing operations including;  
storage pads, road base un-
der asphalt and as a base 
course under concrete. 

Pozzo Stone applications       
require guidelines set forth by 
the Iowa DNR 

Full Depth Reclamation project 

Pozzo-stone base-course  



 

POZZO STONE 

SOURCES: 

Chillicothe, IA 

 

Burlington, IA 

 

Cedar Rapids, IA 
 

Call For More Infor-
mation or to place an 

order: 

          NMC Corp. Office: 651-686-1000 
 

Brian Vance—Operations Manager                   
(641) 660-6573 

 
www.nmcflyash.com  

 
                 Toll Free: (844) 454-5400 

 

Full depth reclamation 

asphalt projects using 

Pozzo Stone at 3”-4” 

depths provide uniform 
compaction.  As a recy-

clable material, Pozzo-

stone provides “win-

win” economics to the 

projects.  It hardens like 
dry fly ash, costs less 

and  does not produce 

any dust when apply-
ing.   
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